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Conditions: Given a target, observer location, a map, observed fire (OF) fan, a terrain sketch (with left and right limits and 2 reference points), and artillery binoculars.

Standards: Locate target to within 250 meters of the actual target location.  Express direction to the nearest 10 mils.  Express distance to the nearest 100 meters.

Performance Steps


1.
Determine the direction to +/- 60 mils of actual direction and express it to the nearest 10 mils.


2.
Determine the location of the target within 250 meters of the actual location.


3.
Determine the vertical shift (up or down) to the nearest 5 meters.  If there is no obvious difference (greater that 30 meters), ignore the vertical shift.


4.
Complete steps 1 through 3 in sequence.

Evaluation Preparation:  Setup:  Ensure that the target is readily identifiable to the soldier and that the equipment listed in the conditions is present and operational.  Brief Soldier:  Identify the target to the soldier.  Tell the soldier to determine the location of the target by use of the polar plot method.Note.  Ensure that the tested soldier understands exactly what is expected of him, but do not help him in any way.

Performance Measures
Results


1.
Determines the direction within +/-60 mils of the actual direction, and expresses it to the nearest 10 mils.
P
F


2.
Determines the location of the target  within 250 meters of actual location.
P
F


3.
Determines the vertical shift (up or down) to the nearest 5 meters. If there is no obvious difference (greater than 30 meters), ignores the vertical shift.
P
F


4.
Completes steps 1 through 3 in sequence.
P
F

Evaluation Guidance:  Score the soldier GO if all steps are passed (P).  Score the soldier NO-GO if any step is failed (F).  If the soldier fails any step, show what was done wrong and how to do it correctly.
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