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Appendix G





UTILITY CONSERVATION/REDUCTION PLAN





G-1.  Natural Gas Conservation Policy.





Code Green:    Normal mode of operation as outlined in USAFACFS 420-1.





Code Yellow:   Occurs when the Command deems it necessary to conserve 		      


               natural gas.





Level I:   Decrease building temperature 5 degrees from normal 			        operating temperature as outlined in appendix D post 			        wide except hospital. Decrease boiler temperatures      by      


           by 5%.  Decrease temperature settings on outside sensors 			        for boiler control from 60 degrees to 55 degrees. 





	   Level II:  Decrease building temperature 8 degrees from normal 			        operating temperature.  Reduce natural gas distribution 			        pressure from 18 pounds to 16 pounds. Decrease 			              boiler temperatures by 10%.  Decrease temperature 			              settings on outside sensors for boiler controls from 55 			        degrees to 50 degrees.





   Level III: Reduce temperature in buildings post wide by 10 			        degrees from normal operating temperature except 			        hospital; However, building temperature should not fall 			  below 40 degrees to prevent pipes from freezing. 			        Reduce boiler temperatures by 20% post wide.





Code Red:      Natural Gas supply/demand has reached a critical level.    


               Natural Gas conservation will be further implemented.





	    Level I:  Reduce temperature in buildings post wide by 20 			              degrees from normal operating levels, but not below 40 			        degrees to prevent freezing.  Decrease boiler 	             


                    temperatures by 30%.  Reduce natural gas distribution 			        pressure from 16 pounds to 14 pounds.
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G-2.  Electric Conservation Policy.





Code Green:    Normal mode of operation as outlined in USAFACFS Reg 420-1.





Code Yellow:   Implement conservation of energy resources when electric 		         demand is 35,000 - 36,000 kW.


		


		Level I:   Fort Sill is demanding 35,000 kW or 95.4% of total 			           demand allowed under current contract without           


                       significant penalties.  Increase thermostat settings in  


                       buildings where thermostats or window units are readily 


                       accessible by 4 degrees and reduce chillers in central 


                       energy plants to 60% of total load.  Alert users to  


                       turn off items such as window a/c units, lights,  


                       computers, radios and television sets when not in use.





		Level II:  Fort Sill is demanding 35,500 kW or 96.7% of total 			           demand allowed.  Increase thermostat settings in 			           buildings where thermostats or window units are  


                       readily accessible by 6 degrees above normal levels      


                       indicated in appendix D.  Reduce chillers in central 


                       energy plants to 40% of total load.		





		Level III: Fort Sill is demanding 35,800 kW or 97.5% of total load 			     allowed.  Turn on generators at the hospital and shut 			           down subsequent chillers to take some of the load off    


                       the power grid.





Code Red:      Demand is critical from 36,000 - 36,700 kW.  Implement further 		   electric demand reduction procedures.





		Level I:   Fort Sill is demanding 36,000 kW or 98.1% of total load 			     allowed.  Shut down chillers in the central energy  


                       plants in the following order.


			     1.  Building 5900


			     2.  Building 3442


			     3.  Building 914


			     4.  Building 730


			     5.  Building 6003


			     6.  Building 2812


			     7.  Building 1602


			     8.  Building 1603


			     9.  Other smaller units on post.


			     Chillers should not be off for more than 2 hours at one 			     time.  If this situation should occur turn off the next 


                       set of buildings in line, then turn on the chiller that      


                       has been off.
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		Level II:  Fort Sill is demanding 36,300 kW or 99% of total load 			           allowed.  Turn off all nonessential electric-using 			           equipment until demand stabilizes at 36,000 - 36,300  


                       kW.





G-3.  Water Conservation Policy.





Code Green:   Normal mode of operation as outlined in USAFACFS Reg 420-1.





Code Yellow:  The City of Lawton issues water rationing or when the Command 		        deems it necessary to conserve water.





		Level I:   Lawn watering should be kept to a minimum. No 			                 watering lawns, shrubs or plants during the hours from 			     1200-1700 due to the high evaporation rate in 			                 Southwest Oklahoma.





		Level II:  The Mayor of Lawton has issued water rationing for the 			     city of Lawton. Ft. Sill will be divided into four   


                       sections.  First section is North of Sheridan Rd. and  


                       West of Fort Sill Blvd.  Second section is North of  


                       Sheridan Road and East of Fort Sill Blvd.  Third 


                       section is South of Sheridan Road and East of Fort Sill 


                       Blvd.  Fourth section is South of Sheridan Road and 


                       West of Fort Sill Blvd. Outdoor watering and washing 


                       vehicles in residential and motor pool areas are only 


                       allowed on the days that fall in that areas watering 


                       day.  Sections 1 and 3 can water in odd dates. Sections  


                       2 and 4 can water on even dates.





		Level III: All residential and motor pool areas will cease 


                       watering and washing vehicles. Only water for personal 


                       use will be used.





Code Red:  The city of Lawton cannot treat the quantity of water that is being 	     demanded on the system causing low pressure or lack of water to                                         	     the user and the City of Lawton.





		Level I:    All nonessential watering will be stopped post wide.











